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DESCRIPTION
Compact LED High Bay - Complete Fixture
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CATALOG NUMBER: KT-HBLED105-2F-8XX-VDIM-P
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APPLICATION

Used for Commercial and Industrial High Bay Lighting Applications.

PRODUCT FEATURES

e Architectural Grade Compact Design

e Powered By Keystone 0-10V Dimming LED Drivers

e Frosted Lens Eliminates Glare

e \V-hook & Chain Mounting Accessories Included

e 0-10V Dimming, 10% Minimum

e Compatible with Keystone SmartSafe Emergency LED Drivers
e Compatible with Keystone 480-277V Step Down Transformers

e Ambient Operating Temperature: -20°C/-4°F to 50°C/122°F

e UL Listed 1598: Suitable for Dry and Damp Locations

e THD:<20%

e Power Factor > 0.95

e LED Chip Lifetime, L70 >100,000 hours @ 25°C/77°F
Ambient Fixture Temperature

PERFORMANCE SPECIFICATIONS

Nominal Input Lumen
Catalog Number Color Temp Length CRI Voltage Wattage Output Efficacy
KT-HBLED105-2F-840-VDIM-P 4000K 2' >82 120-277V 105 13,550 130
KT-HBLED105-2F-850-VDIM-P 5000K 2' >82 120-277V 105 13,650 130
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PHYSICAL SPECIFICATIONS
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Length 24.4"
o . . . . Width 15”
o . . . . Height 2.4
R Weight 5 Ibs
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ORDERING INFORMATION
ORDER CODE PACKAGING STYLE PACK QTY. ITEM STATUS
KT-HBLED105-2F-8XX-VDIM-P Carton Pack 1 Active

KT-HBLED105-2F-8XX-VDIM-P

Keystone LED Wattage 2" Nominal, CRI  Color 0-10V Dimming Premium
Technologies High Bay Frosted Lens 80 Temp. Series
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